Minka Aire Reprogramming Instructions
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ELECTRICAL CONNECTIONS

WARNING:To avoid possible electrical shack be sure electricity is tumed off at the main
fuse or breaker box before wiring.

NOTE The Aire Control® System is equipped with a learning frequency function which
has 256 code combinations to prevent potential interference from other remote units.
The frequency on your Receiver and Transmitter units have been preset at the factory.
(Fig 11) No frequency change is necessary. should you desire to install another fan
whithin the same home or area with a separate frequency code please see the
frequency interference” troubleshooting section of this instruction manual to learn
how to change the frequency.
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SYMPTOM
Frequency Interference

SOLUTION

1Tur the power off to your ceiling fan.

2 Please use a small size tool to change the frequency settings on the control system.

3 Returm power to the unit

Note: After the AC poweris on. do not press any other button on the transmitter before
pressing the ‘Stop’ button. doing so will cause the procedure to fail.

4 Within 60 seconds of turning the fanis AC power ON. Press the transmitter's ‘Stop” button
and hold the ‘Stop’ button for 10 seconds.

5.0nce the receiver has detected the set frequency. the down light of your fan will blink twice
and the fan will begin o rotate for a short period and then Shut off

6.The receiver has now learn the frequency which has been selected o the transmitter. After
completing the steps above. you should be able to operate the ceiling fan and lightIF the fan
is mot responding to the transmitter. lease turn the power off o the receiver, and repeat the
process.




